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HANGER ROD

INSULATION (VAPOR
BARRIER TYPE IS

REQUIRED FOR LOW
TEMPERATURE PIPE)

QURXX
XXX
PROVIDE HIGH COMPRESSIVE
STRENGTH INSULATION m Ja. 5 SPE ANCIOR
(9 PCF MIN. DENSITY) 3
ACTIVE LENGTH _z_wmmﬂﬁxr%\_j._.__zmo UNDER INSULATION SHIELD @\ SCHEDULE
INSULATION INACTIVE LENGTHS
TYP. INSULATION SHIELD WELD
SV D P c N S BOLT PATTERN
: (] SADDLE
[ EZ=—4 e ——— ———" ——— _ - > IN_|MM | IN_|MM |IN MM_| IN MM | IN_| MM : :
A/ < < < < W_Awmﬂoo %_.m_.>m<>_. ADJUSTABLE CLEVIS HANGER ADJUSTABLE CLEVIS HANGER 47 1102 | g | 16 3 119 4" 1102 3 | 19 . = .
TYPE 1 — SEE SPECIFICATIONS -
MINIMUM 2" TYPE 43 — SEE SPECIFICATIONS n n PIPE HANGER SHALL SUPPORT REDUCER, IF REQUIRED
OLUME EXTENSION PROVIDE INSULATION SHIELD 3" |76 3" |13 37 |13 | 47 | 102 | g | 16 _”==”_ PIPING INDEPENDENT OF COIL 5 1
-] -] HA
< < DAMPER < < AND INSERT FOR ALL PIPING r AIR_VENT M TEST PLUG L _T@_ % @I_nm% Yy -«
_ _ _ (8" (200 MM) MIN.) 1/27 (15 MM) DIA. ) ., i i WHEN COIL (TYP.)
- - - =l HANGER RODS WITH 23" | 64 2" |10 3 10 4 102 g | 16 —_—r— IS NOT
| == ] [~ = 1 1 367 (900 MM) MAX. . . SELF—VENTING
| — | SPACING ON - = = TEMPERATURE
| / EACH CHANNEL 2 51 27 | 10 27 |10 4 102 3" | 16 =T . WATER COIL m/_mom_owwmﬂmmm ECC
N BAND ; ; H DIAGRAM DRAIN
BRANCH DUCT _ﬁ_w_%zcbm/%w%rrmmﬁmﬁ p_mqoqcoo 17 (25 MM) MAX. 1 5/8” (43 MM) 12 GAGE 13" | 38 g” |10 | 6 4" 1102 | ¥ | 13 —_— I__“@ < T
: CHANNEL OR 2"x2"x1/4" . . 27
EXCEED 3’ [900 MM] (50x50x8 MM) ANGLE DRAIN WHEN COIL _i SINGLE” COIL
SIDE_VIEW Dt+1” —INSULATE AS INDICATED FOR ALL NOT SELF—DRAINING
D+[25] CHILLED WATER. INSULATE PIPE PIPE HANGER SHALL SUPPORT REDUCER, IF REQUIRED
TRAPEZE HANGER FOR UP _
ONLY FOR STEAM & CONDENSATE
A/ NOTES: TO 1000 LB. (453 KG) UNIFORM LOAD STL PIPE O PIPING INDEPENDENT OF COIL
1. COORDINATE SLOT DIFFUSER COPPER TUBE M ISR
. _ (TYP.)
FRAME/BORDER TYPE AND END BORDER | — b=PEOD. AR VENT LW ELEMENT
CONFIGURATION WITH CEILING TYPE. / o < NOT
2. THE USE OF FLEXIBLE DUCT CONNECTORS EXTERNALLY INSULATE PLENUM ; A SELF—VENTING
ARE NOT PERMITTED IN THE SURGERY INLET COLLAR WITH SAME MATERIAL AS DUCT . | WATER COIL
SUITE. PLENUM RE: SPECIFICATIONS MAXIMUM PIPE/TUBING SUPPORT SPACING — — 1 —
M
‘\ IN. [THRU 3/4 | 1 |1 1/a[1 1/2] 2 [21/9 3 | 4 5 6 | 8 | 10 | 12 | 14 | 16 | 18 | 20 | 24 |
3. ALL DUCT DUCTWORK IS STAINLESS STEEL. _ NOM-SIZE vy TtHru (20) | (25) | (32) | (40) | (50) | (85) | (75) |(100) |(125) | (150) | (200) | (250) | (300) | (350) | (400) |(450) |(500) | (600) ANCHOR BOLTS | J ._I__m
BIPE FT. 7 7 7 9 | 10 | 11| 12 |14 [ 16 | 17 | 19 | 22 | 23 | 25 | 27 | 28 | 30 | 32 N=NUMBER <A 4 5 JW&
(M) 5 FT (1.8) | (2.1) | (2.4) | (2.9) | (2.7)] (3.0) | (3.7) |[(4.0) | (4.1) | (4.9) | - - - - - - - O
CEILING NOTE: FOR TRAPEZE HANGER TAKE SPACING OF SMALLEST SIZE ON TRAPEZE L ] L i nml
,\ : : | | DRAIN
— ]
LINEAR SLOT DIFFUSER D+1 1/2” D+2 1/2" DRAIN WHEN COIL _m\w m\
m D+[38] D+[64] NOT SELF—DRAINING
NTS D+3 3/4” D+4 3/4” NOTE: DOUBLE COIL

WHEN COIL IS INCLUDED IN CASING MOUNTED ON VIBRATION ISOLATORS THE FIRST
2 HANGERS FOR EACH PIPE SHALL BE SPRING & NEOPRENE TYPE. TYPE "H” FOR
4” [100mm]e PIPE & SMALLER. TYPE "H—P” FOR 5” [125mm]® PIPE & LARGER.

a.WHERE USED FOR COPPER TUBE OR PIPE,
BRAZE TO FABRICATED STEEL ANCHOR

@ TYPICAL PIPE HANGERS T e ; ozl .
@ SMALL PIPE ANCHOR 1"~ 4 ,

PIPING SHALL BE INSTALLED IN SUCH MANNER THAT IT WILL NOT BLOCK THE
SWING OR USE OF ACCESS DOORS OR PANELS; NEITHER SHALL IT BLOCK THE
SERVICING OF FILTERS, VALES, OR EQUIPMENT.

3. THE FLOW ELEMENT MAY BE INSTALLED IN THE SUPPLY PIPING IF THE REQUIRED
MINIMUM UPSTREAM AND DOWNSTREAM DIMENSIONS CANNOT BE OBTAINED IN THE
RETURN PIPING.

NOTE 6
SLEEVE, NOTE 2

FIRE BARRIER \v
PARTITION OR CHASE

LOAD RATED

three eighths inch

one foot

one quarter inch

16

one foot

one eighth inch
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FASTENERS HANGER STRAPS OR RODS TYPICAL DUCT DAMPER COLLAR
VA INSULATION EXTENSION INTEGRAL WATER COILS - PIPING CONNECTIONS
BAND OF SAME MAX, DUCT 8| QUANTITY/SIZE MAX. LOAD | SPACING \ PART OF SLEEVE )
SIZE AS HANGER - [mm] IN. [mm LBS. [kg] IN. [mm] | -
STRAP 26 [650] ONE 1 [25] x 22 GA STRAP | 260 [119] 144 [3600] DDDDDDPDDDDDM — =
50" 36 [900] ONE 1 [25] x 18 GA STRAP | 420 [190] 144 [3600] | DAMPER,
[1250mm]e 50 [1250] | ONE 1 [25] x 16 GA STRAP | 700 [317] 144 [3600] I NOTE 1
& UNDER 60 [1500] | TWO 3/8 [10]8. RODS 1320 [598] | 144 [3600] @ ACCESS
84 [2100] | TWO 1/2 [13]# RODS 2500 [1133]| 144 [3600] PANEL DUCT =
NOTE 5 CONNECTION R
HANGER RODS NOTE 4 PIPE HANGERS — PROVIDE DOUBLE > 1
DEFLECTION NEOPRENE (TYPE HN) FOR AUTOMATIC FLOW
FIRST TWO ON EACH SIDE OF PUMP CONTROL AND
NOTE: _ _ _ (SEE NOTE NO. 1) \m>_.>zom DEVICE
TABULATED DATA FROM SMACNA _ _ _uT =) A
ALLOWS FOR DUCT REINFORCING AND PRESSURE GAGE »
INSULATION, BUT NO EXTERNAL LOAD. PERIMETER ANGLE, NOTE 3 SLEEVE, NOTE 2 \4 [25mm] FUNNEL
BAND (NOTE FASTENED TO PARTITION) A ~ \ mmzmm_w\_m_m? POT
OVER 50" NOTE: 1/2° (15 MM) MINIMUM CAPACITY 5
[1250mm]s GALLONS [19L] 3/4” [20mm]
1. A VERTICAL DAMPER IS SHOWN. HORIZONTAL DAMPER INSTALLATION, 1S SIMILAR.
FOLLOW DAMPER MANUFACTURER’S INSTRUCTIONS, INCLUDING FASTENER OPTIONS AND /
GAGES FOR SLEEVE AND PERIMETER ANGLES. FIRE DAMPERS MUST BE INSTALLED IN
THE PARTITION OR FLOOR AND NOT OUTSIDE THE PENETRATION. S | E I\
nu|‘|_ [ v %) VA_ - »
2. GALVANIZED SLEEVE: GAGE NOT LESS THAN CONNECTING DUCT. FASTEN SLEEVE TO E N E 17 [25mm]
mOCZU UCO._. _|_>ZQmIm DAMPER FRAME AND TO PERIMETER ANGLES.
N 3. PERIMETER ANGELS: GALVANIZED STEEL, NOT LESS THAN 1 1/2°x1 1/2” [40x40mm], m A
NTS 14 GAGE, TO PROVIDE 1” [25mm] MINIMUM OVERLAP OF OPENING ON ALL 4 SIDES. DIRECTION OF WATER FLOW
4. BREAKAWAY DUCT CONNECTION: CONTRACTOR’S OPTION OF TYPES SHOWN IN SMACNA. L 5
ACCESS PANELS: SIZE AND LOCATION TO PERMIT SERVICING THE FUSIBLE LINK OR Q 5
LINKS. < 2
S. NOTES: o o
PROVIDE 1/4” TO 1/2” [6 TO 15mm] CLEARANCE ON HEIGHT AND WIDTH. FILL OPEN = 2 <
. SPACE WITH ROCK WOOL FIRESTOP FIBER. 1. SUPPORT PUMP FROM PIPING ONLY. DO NOT SUPPORT PUMP FROM MOTOR. Q T
ALL DUCT WORK RISERS WHICH ARE RUN EXPOSED, SUCH AS THRU ATTIC FLOORS S O NOTE:
AND MECHANICAL ROOM FLOORS, SHALL BE PROVIDED WITH 3” [75mm] HIGH 2. FOR TWO INLINE PUMPS IN_ PARALLEL, DETAIL APPLIES TO BOTH PUMPS. o "~ TOP OF CHEMICAL POT
7. CONCRETE CURB AROUND OPENING FOR DUCT. = FEEDER TANK mz>$ NOT mmu
& MORE THAN 4’—0” [1200mm
b ABOVE FINISHED FLOOR.
Q NTS Q NTS 1 NTS
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